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T h e  l o c a t i o n
Discover Burntisland: Your Exclusive Retreat with 
Panoramic Views

Welcome to Burntisland, where luxury living meets 
breathtaking natural beauty. This charming coastal town, 
nestled on the scenic shores of the Firth of Forth, offers 
the perfect blend of tranquility and convenience. Perched 
majestically, this executive property commands panoramic 
views that stretch as far as the eye can see. Every glance 
from your windows or moment spent in the spacious wrap-
around balcony will remind you of the incredible beauty of 
this coastal haven.

Burntisland boasts a delightful array of local amenities. 
Whether you’re strolling along the sandy beaches, exploring 
the charming town centre, or enjoying a round of golf at 
the renowned Burntisland Golf House Club, there’s always 
something to do.
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For those who love to explore, Burntisland offers excellent 
transport links. The railway station provides easy access 
to nearby towns and cities, including Edinburgh, making 
commuting a breeze. The town is also well-connected 
by road, putting you within easy reach of major routes 
and destinations.

One of the town’s most outstanding features is its natural 
beauty. From the picturesque beaches to the lush parks and 
gardens, Burntisland is a paradise for outdoor enthusiasts. 
You’ll find plenty of opportunities for leisurely walks, picnics, 
and water activities along the coast. Families will appreciate 
the excellent local schools, providing quality education for 
children of all ages.

Your executive property in Burntisland is more than just a 
home; it’s an experience. The unparalleled views and the 
natural beauty make this coastal haven a truly special place 
to call home. Don’t miss the chance to make this exclusive 
retreat your own. Contact us today to arrange a viewing and 
discover the epitome of coastal living in Burntisland.
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McEwan Fraser Legal is delighted to offer a part exchange for 
this prestigious new home, ask us for details.

Elevate Your Lifestyle with This Exceptional Villa. Indulge in the 
epitome of luxury living with this breathtaking detached villa 
that sits majestically in a highly prized location. The attention 
to detail and quality of workmanship throughout this home is 
simply outstanding.

As you step inside, you’ll immediately notice the underfloor 
heating on the ground floor, ensuring warmth and comfort 
underfoot. The triple glazing throughout not only enhances 
energy efficiency but also frames the panoramic views of the 
Firth of Forth and its iconic bridges to perfection. The seamless 
blend of indoor and outdoor living is achieved through 
thoughtfully designed bi-fold doors that grace both main 
lounges, the dining kitchen, and the master bedroom. Step 
onto the large wrap-around balconies on both floors and soak 
in the stunning vistas that stretch as far as the eye can see.

T h e  p r o p e r t y
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Architectural brilliance is evident with a floating staircase 
that adds a touch of elegance to the open living spaces. The 
upper lounge boasts a mezzanine level, creating a sense of 
grandeur. A unique glazed roof panel allows natural light to 
cascade down through the staircase, infusing the interior 
with a sense of airiness. Entertainment is a pleasure with a 
dedicated cinema room and a spacious games room, offering 
endless possibilities for leisure and relaxation. This villa offers 
four spacious bedrooms, each boasting its own en-suite 
bathroom. The master bedroom is a true sanctuary, complete 
with a walk-in wardrobe. The heart of the home is undoubtedly 
the gourmet kitchen. It features quartz/marble worktops, a 
large island with waterfall edges, a breakfast bar, and top-of-
the-line appliances, including an induction hob. The property 
also includes a large porch entry with a walk-in cupboard, 
a spacious pantry/utility room, and a separate garage. The 
garage offers a room below that can be transformed into a 
guest room, gym, office, or any space to suit your lifestyle. 
Plus, it will be plumbed for a shower, adding to its versatility. 
Security and privacy are paramount, with a gated entry 
ensuring your peace of mind.

This villa represents an exceptional opportunity to own a home 
of unparalleled luxury and sophistication. With its unbeatable 
location, panoramic views, and impeccable craftsmanship, it’s 
truly one of a kind. Don’t miss out on the chance to make this 
extraordinary property your own. Contact us today to arrange 
a viewing and experience the pinnacle of high-end living.
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Cills

Concrete cills to be provided to a size and profile to be agreed as
standard, with DPC's to be installed below all cills.  Sample cill to be
provided prior to manufacture for Architect's and the Planning
department's approval.

Flat Roof

Flat Roof  to to be Insulated with  200mm Kingspan (2 x 100mm). Roof
to be finished with a Single Ply Membrane. Roof to be constructed with a
steel frame with timber joist in fill.
Roof to be laid to a fall with the use of firring peices.
All to provide a U Value of 0.10W/m2K.

All fixed to Joists to S.E. Detail or Roof Members to BS 5268 Part 3:
1985. Roof Joists Centers at max. 600mm, with roof bracing to comply
with ITPA Technical Handbook and BS 5268: Part III.  All fitted in
accordance with the Manufacturer's Recommendations.
All restraint straps to be 30 x 5mm mild-steel galvanized @ 1200mm
max centers - every 2nd Member.
All boarding to be fully nailed nails to be galvanized.

External doors
All doors to be hardwood insulated and fitted with barrier free threshold,
coloured concrete threshold max 2mm rise.  Doors by Nordan or equally
approved to front and rear door(s).  302G (Front) and 861G rear in Dove
Grey.  Pre-glazed with sealed 6/12/6 double glazing units with low 'E'
inner pane and Argon filled cavity All to give U-Value of 1.4Wm2K.
(calculations to be provided to check compliance).Toughened safety
glass to all areas below 1500mm high or within 300mm of door
openings, all in accordance with BS 6262 : Part4, 1994. Units to be
factory finished with Dulux weather shield micro porous paint/stain
undercoat and finishing coat.

External principal entrance doors to be 926mm wide door leafs to
comply with a 800mm clear opening width between the open door leaf
and door stop, with an unobstructed space of 300mm wide on the
leading edge of the door swing and a have a clear glazed panel with a
visibility zone not more than 900mm to at least 1.5 metres above
finished floor level.

Windows / Patio Doors -
Windows to be High Performance UPVC Windows with Double Glazed
Units. Frames to be finished in 'Anthracite Grey' (Colour to be approved
by Architect / Planning Department Prior to Order. Windows to be
pre-glazed with sealed 4/16/6.4 argon filled double glazing units with low
'E' inner pane, Warm Edge Spacer Bar, and complete with permavents
of 12000mm2. All to give U-Value of 1.4Wm2K. Window Ironmongery to
be SAA or Chrome Finish.

Windows and Doors to meet 'Secured by Design' Criteria.

Toughened safety glass to all glazing areas below 800mm high or within
300mm of door openings, all in accordance with BS 6262: Part4, 2005.
Obscure glazing to inner pane of all bathrooms & en-suite.

Natural (Window) Opening Ventilation
Every apartment in a dwelling must be provided with a natural ventilation
opening window, screen, patio door or access door etc with a opening
area at least 1/30th of the floor area that it serves.

Natural Trickle Ventilation - Permanents
Every apartment in a dwelling must be provided with trickle ventilator in
each window, screen, patio door or access door etc, all to provide
12000mm2 in every apartment. Note that a less onerous standard of at
least 4000mm2 may be acceptable in an individual apartment, provided
that the average value per dwelling equals 6000mm2.

Cleaning Windows
Any window located more than 4.00m above the adjacent ground must
be constructed so that is external and internal glazed surfaces can be
safely cleaned from inside the building to comply in all respects with
BS8213: Part 1 - 1991.

Gutters & Down pipes
Gutters to be profiled metal/coloured (Non maintenance) -
www.lindab.co.uk <http://www.lindab.co.uk>.  R gutter c/w all
connections including downpipes 5ROR downpipe 75.  Contractor to
obtain 'check list' from Suppliers for all required components.
Downpipes to be 68mm dia circular. All fitted to manufacturers current
instructions. All downpipes to have access handholes at base.

Escape Windows
Each 1st floor apartment (and internal room) to have an emergency
escape window with an unobstructed openable area that is at least
0.33m2 and a minimum clear opening of at least 450mm wide x
450mm high, with the lowest part of the openable part of the window
not more than 1100mm above finished floor level. Loca on of Escape
windows are indicated on the floor plans and Eleva ons.

PROPOSED SOUTH ELEVATION

PROPOSED NORTH ELEVATION

Flat Roof with Overhang

Perimeter of Terrace and Balcony to be finished with a Frameless Glazed Balustrade.
Height to be atleast 1100mm.

Balcony to be suported with Timber and Steel Posts.

Timber Cladding to External Walls

Flat Roof with Overhang

Bridge to be  to be finished with a Frameless Glazed Balustrade.

Entrance Area to be Finished in Vertical Timber Cladding

Glass Canopy over Entrance Doors

Full Height windows to be  to be finished with a Frameless Glazed
Julliette Baconette to a height of 1100mm.

Escape Window

Escape Window

Escape Window

Escape Window

Escape Window

Escape Window

Rev A: Updated in accordance with Building Control Queries. (Oct 2020).

Rev C: Insulation Specification Updated. (Nov 2020).

Location of Boiler Flue and Tundish

Rev B: Boiler Flue Added. (Nov 2020).
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Cills

Concrete cills to be provided to a size and profile to be agreed as
standard, with DPC's to be installed below all cills.  Sample cill to be
provided prior to manufacture for Architect's and the Planning
department's approval.

Flat Roof

Flat Roof  to to be Insulated with  200mm Kingspan (2 x 100mm). Roof
to be finished with a Single Ply Membrane. Roof to be constructed with a
steel frame with timber joist in fill.
Roof to be laid to a fall with the use of firring peices.
All to provide a U Value of 0.10W/m2K.

All fixed to Joists to S.E. Detail or Roof Members to BS 5268 Part 3:
1985. Roof Joists Centers at max. 600mm, with roof bracing to comply
with ITPA Technical Handbook and BS 5268: Part III.  All fitted in
accordance with the Manufacturer's Recommendations.
All restraint straps to be 30 x 5mm mild-steel galvanized @ 1200mm
max centers - every 2nd Member.
All boarding to be fully nailed nails to be galvanized.

External doors
All doors to be hardwood insulated and fitted with barrier free threshold,
coloured concrete threshold max 2mm rise.  Doors by Nordan or equally
approved to front and rear door(s).  302G (Front) and 861G rear in Dove
Grey.  Pre-glazed with sealed 6/12/6 double glazing units with low 'E'
inner pane and Argon filled cavity All to give U-Value of 1.4Wm2K.
(calculations to be provided to check compliance).Toughened safety
glass to all areas below 1500mm high or within 300mm of door
openings, all in accordance with BS 6262 : Part4, 1994. Units to be
factory finished with Dulux weather shield micro porous paint/stain
undercoat and finishing coat.

External principal entrance doors to be 926mm wide door leafs to
comply with a 800mm clear opening width between the open door leaf
and door stop, with an unobstructed space of 300mm wide on the
leading edge of the door swing and a have a clear glazed panel with a
visibility zone not more than 900mm to at least 1.5 metres above
finished floor level.

Windows / Patio Doors -
Windows to be High Performance UPVC Windows with Double Glazed
Units. Frames to be finished in 'Anthracite Grey' (Colour to be approved
by Architect / Planning Department Prior to Order. Windows to be
pre-glazed with sealed 4/16/6.4 argon filled double glazing units with low
'E' inner pane, Warm Edge Spacer Bar, and complete with permavents
of 12000mm2. All to give U-Value of 1.4Wm2K. Window Ironmongery to
be SAA or Chrome Finish.

Windows and Doors to meet 'Secured by Design' Criteria.

Toughened safety glass to all glazing areas below 800mm high or within
300mm of door openings, all in accordance with BS 6262: Part4, 2005.
Obscure glazing to inner pane of all bathrooms & en-suite.

Natural (Window) Opening Ventilation
Every apartment in a dwelling must be provided with a natural ventilation
opening window, screen, patio door or access door etc with a opening
area at least 1/30th of the floor area that it serves.

Natural Trickle Ventilation - Permanents
Every apartment in a dwelling must be provided with trickle ventilator in
each window, screen, patio door or access door etc, all to provide
12000mm2 in every apartment. Note that a less onerous standard of at
least 4000mm2 may be acceptable in an individual apartment, provided
that the average value per dwelling equals 6000mm2.

Cleaning Windows
Any window located more than 4.00m above the adjacent ground must
be constructed so that is external and internal glazed surfaces can be
safely cleaned from inside the building to comply in all respects with
BS8213: Part 1 - 1991.

Gutters & Down pipes
Gutters to be profiled metal/coloured (Non maintenance) -
www.lindab.co.uk <http://www.lindab.co.uk>.  R gutter c/w all
connections including downpipes 5ROR downpipe 75.  Contractor to
obtain 'check list' from Suppliers for all required components.
Downpipes to be 68mm dia circular. All fitted to manufacturers current
instructions. All downpipes to have access handholes at base.

Escape Windows
Each 1st floor apartment (and internal room) to have an emergency
escape window with an unobstructed openable area that is at least
0.33m2 and a minimum clear opening of at least 450mm wide x
450mm high, with the lowest part of the openable part of the window
not more than 1100mm above finished floor level. Loca on of Escape
windows are indicated on the floor plans and Eleva ons.

PROPOSED SOUTH ELEVATION

PROPOSED NORTH ELEVATION

Flat Roof with Overhang

Perimeter of Terrace and Balcony to be finished with a Frameless Glazed Balustrade.
Height to be atleast 1100mm.

Balcony to be suported with Timber and Steel Posts.

Timber Cladding to External Walls

Flat Roof with Overhang

Bridge to be  to be finished with a Frameless Glazed Balustrade.

Entrance Area to be Finished in Vertical Timber Cladding

Glass Canopy over Entrance Doors

Full Height windows to be  to be finished with a Frameless Glazed
Julliette Baconette to a height of 1100mm.

Escape Window

Escape Window

Escape Window

Escape Window

Escape Window

Escape Window

Rev A: Updated in accordance with Building Control Queries. (Oct 2020).

Rev C: Insulation Specification Updated. (Nov 2020).

Location of Boiler Flue and Tundish

Rev B: Boiler Flue Added. (Nov 2020).
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PROPOSED WEST ELEVATION

Flat Roof with Overhang

Perimeter of Terrace and Balcony to be finished
with a Frameless Glazed Balustrade.
Height to be atleast 1100mm.
Balcony to be suported with Timber and Steel Posts.

Timber Cladding to External Walls

PROPOSED EAST ELEVATION

Flat Roof with Overhang

Perimeter of Terrace and Balcony to be finished with a Frameless Glazed Balustrade.
Height to be atleast 1100mm.

Balcony to be suported with Timber and Steel Posts.

Entrance Area to be Finished in Vertical Timber Cladding

Wall to be finished in Natural Stone

Rev A: Updated in accordance with Building Control Queries. (Oct 2020).
Rev B: Insulation Specification Updated. (Nov 2020).

Cills

Concrete cills to be provided to a size and profile to be agreed as
standard, with DPC's to be installed below all cills.  Sample cill to be
provided prior to manufacture for Architect's and the Planning
department's approval.

Flat Roof

Flat Roof  to to be Insulated with  200mm Kingspan (2 x 100mm). Roof
to be finished with a Single Ply Membrane. Roof to be constructed with a
steel frame with timber joist in fill.
Roof to be laid to a fall with the use of firring peices.
All to provide a U Value of 0.10W/m2K.

All fixed to Joists to S.E. Detail or Roof Members to BS 5268 Part 3:
1985. Roof Joists Centers at max. 600mm, with roof bracing to comply
with ITPA Technical Handbook and BS 5268: Part III.  All fitted in
accordance with the Manufacturer's Recommendations.
All restraint straps to be 30 x 5mm mild-steel galvanized @ 1200mm
max centers - every 2nd Member.
All boarding to be fully nailed nails to be galvanized.

External doors
All doors to be hardwood insulated and fitted with barrier free threshold,
coloured concrete threshold max 2mm rise.  Doors by Nordan or equally
approved to front and rear door(s).  302G (Front) and 861G rear in Dove
Grey.  Pre-glazed with sealed 6/12/6 double glazing units with low 'E'
inner pane and Argon filled cavity All to give U-Value of 1.4Wm2K.
(calculations to be provided to check compliance).Toughened safety
glass to all areas below 1500mm high or within 300mm of door
openings, all in accordance with BS 6262 : Part4, 1994. Units to be
factory finished with Dulux weather shield micro porous paint/stain
undercoat and finishing coat.

External principal entrance doors to be 926mm wide door leafs to
comply with a 800mm clear opening width between the open door leaf
and door stop, with an unobstructed space of 300mm wide on the
leading edge of the door swing and a have a clear glazed panel with a
visibility zone not more than 900mm to at least 1.5 metres above
finished floor level.

Windows / Patio Doors -
Windows to be High Performance UPVC Windows with Double Glazed
Units. Frames to be finished in 'Anthracite Grey' (Colour to be approved
by Architect / Planning Department Prior to Order. Windows to be
pre-glazed with sealed 4/16/6.4 argon filled double glazing units with low
'E' inner pane, Warm Edge Spacer Bar, and complete with permavents
of 12000mm2. All to give U-Value of 1.4Wm2K. Window Ironmongery to
be SAA or Chrome Finish.

Windows and Doors to meet 'Secured by Design' Criteria.

Toughened safety glass to all glazing areas below 800mm high or within
300mm of door openings, all in accordance with BS 6262: Part4, 2005.
Obscure glazing to inner pane of all bathrooms & en-suite.

Natural (Window) Opening Ventilation
Every apartment in a dwelling must be provided with a natural ventilation
opening window, screen, patio door or access door etc with a opening
area at least 1/30th of the floor area that it serves.

Natural Trickle Ventilation - Permanents
Every apartment in a dwelling must be provided with trickle ventilator in
each window, screen, patio door or access door etc, all to provide
12000mm2 in every apartment. Note that a less onerous standard of at
least 4000mm2 may be acceptable in an individual apartment, provided
that the average value per dwelling equals 6000mm2.

Cleaning Windows
Any window located more than 4.00m above the adjacent ground must
be constructed so that is external and internal glazed surfaces can be
safely cleaned from inside the building to comply in all respects with
BS8213: Part 1 - 1991.

Gutters & Down pipes
Gutters to be profiled metal/coloured (Non maintenance) -
www.lindab.co.uk <http://www.lindab.co.uk>.  R gutter c/w all
connections including downpipes 5ROR downpipe 75.  Contractor to
obtain 'check list' from Suppliers for all required components.
Downpipes to be 68mm dia circular. All fitted to manufacturers current
instructions. All downpipes to have access handholes at base.

Escape Windows
Each 1st floor apartment (and internal room) to have an emergency
escape window with an unobstructed openable area that is at least
0.33m2 and a minimum clear opening of at least 450mm wide x
450mm high, with the lowest part of the openable part of the window
not more than 1100mm above finished floor level. Loca on of Escape
windows are indicated on the floor plans and Eleva ons.

Rev C: Insulation Specification Updated. (Dec 2020).
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PROPOSED WEST ELEVATION

Flat Roof with Overhang

Perimeter of Terrace and Balcony to be finished
with a Frameless Glazed Balustrade.
Height to be atleast 1100mm.
Balcony to be suported with Timber and Steel Posts.

Timber Cladding to External Walls

PROPOSED EAST ELEVATION

Flat Roof with Overhang

Perimeter of Terrace and Balcony to be finished with a Frameless Glazed Balustrade.
Height to be atleast 1100mm.

Balcony to be suported with Timber and Steel Posts.

Entrance Area to be Finished in Vertical Timber Cladding

Wall to be finished in Natural Stone

Rev A: Updated in accordance with Building Control Queries. (Oct 2020).
Rev B: Insulation Specification Updated. (Nov 2020).

Cills

Concrete cills to be provided to a size and profile to be agreed as
standard, with DPC's to be installed below all cills.  Sample cill to be
provided prior to manufacture for Architect's and the Planning
department's approval.

Flat Roof

Flat Roof  to to be Insulated with  200mm Kingspan (2 x 100mm). Roof
to be finished with a Single Ply Membrane. Roof to be constructed with a
steel frame with timber joist in fill.
Roof to be laid to a fall with the use of firring peices.
All to provide a U Value of 0.10W/m2K.

All fixed to Joists to S.E. Detail or Roof Members to BS 5268 Part 3:
1985. Roof Joists Centers at max. 600mm, with roof bracing to comply
with ITPA Technical Handbook and BS 5268: Part III.  All fitted in
accordance with the Manufacturer's Recommendations.
All restraint straps to be 30 x 5mm mild-steel galvanized @ 1200mm
max centers - every 2nd Member.
All boarding to be fully nailed nails to be galvanized.

External doors
All doors to be hardwood insulated and fitted with barrier free threshold,
coloured concrete threshold max 2mm rise.  Doors by Nordan or equally
approved to front and rear door(s).  302G (Front) and 861G rear in Dove
Grey.  Pre-glazed with sealed 6/12/6 double glazing units with low 'E'
inner pane and Argon filled cavity All to give U-Value of 1.4Wm2K.
(calculations to be provided to check compliance).Toughened safety
glass to all areas below 1500mm high or within 300mm of door
openings, all in accordance with BS 6262 : Part4, 1994. Units to be
factory finished with Dulux weather shield micro porous paint/stain
undercoat and finishing coat.

External principal entrance doors to be 926mm wide door leafs to
comply with a 800mm clear opening width between the open door leaf
and door stop, with an unobstructed space of 300mm wide on the
leading edge of the door swing and a have a clear glazed panel with a
visibility zone not more than 900mm to at least 1.5 metres above
finished floor level.

Windows / Patio Doors -
Windows to be High Performance UPVC Windows with Double Glazed
Units. Frames to be finished in 'Anthracite Grey' (Colour to be approved
by Architect / Planning Department Prior to Order. Windows to be
pre-glazed with sealed 4/16/6.4 argon filled double glazing units with low
'E' inner pane, Warm Edge Spacer Bar, and complete with permavents
of 12000mm2. All to give U-Value of 1.4Wm2K. Window Ironmongery to
be SAA or Chrome Finish.

Windows and Doors to meet 'Secured by Design' Criteria.

Toughened safety glass to all glazing areas below 800mm high or within
300mm of door openings, all in accordance with BS 6262: Part4, 2005.
Obscure glazing to inner pane of all bathrooms & en-suite.

Natural (Window) Opening Ventilation
Every apartment in a dwelling must be provided with a natural ventilation
opening window, screen, patio door or access door etc with a opening
area at least 1/30th of the floor area that it serves.

Natural Trickle Ventilation - Permanents
Every apartment in a dwelling must be provided with trickle ventilator in
each window, screen, patio door or access door etc, all to provide
12000mm2 in every apartment. Note that a less onerous standard of at
least 4000mm2 may be acceptable in an individual apartment, provided
that the average value per dwelling equals 6000mm2.

Cleaning Windows
Any window located more than 4.00m above the adjacent ground must
be constructed so that is external and internal glazed surfaces can be
safely cleaned from inside the building to comply in all respects with
BS8213: Part 1 - 1991.

Gutters & Down pipes
Gutters to be profiled metal/coloured (Non maintenance) -
www.lindab.co.uk <http://www.lindab.co.uk>.  R gutter c/w all
connections including downpipes 5ROR downpipe 75.  Contractor to
obtain 'check list' from Suppliers for all required components.
Downpipes to be 68mm dia circular. All fitted to manufacturers current
instructions. All downpipes to have access handholes at base.

Escape Windows
Each 1st floor apartment (and internal room) to have an emergency
escape window with an unobstructed openable area that is at least
0.33m2 and a minimum clear opening of at least 450mm wide x
450mm high, with the lowest part of the openable part of the window
not more than 1100mm above finished floor level. Loca on of Escape
windows are indicated on the floor plans and Eleva ons.

Rev C: Insulation Specification Updated. (Dec 2020).
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Disclaimer: The copyright for all photographs, floorplans, graphics, 
written copy and images belongs to McEwan Fraser Legal and use 
by others or transfer to third parties is forbidden without our express 
consent in writing. Prospective purchasers are advised to have their 
interest noted through their solicitor as soon as possible in order that 
they may be informed in the event of an early closing date being set 
for the receipt of offers. These particulars do not form part of any offer 
and all statements and photographs contained herein are for illustrative 
purposes and are not guaranteed or warranted. Buyers must satisfy 
themselves for the accuracy and authenticity of the brochure and 
should always visit the property to satisfy themselves of the property’s 
suitability and obtain in writing via their solicitor what’s included with 
the property including any land. The dimensions provided may include, 
or exclude, recesses intrusions and fitted furniture. Any measurements 
provided are for guide purposes only and have been taken by electronic 
device at the widest point. Any reference to alterations to, or use of, 
any part of the property does not mean that any necessary planning, 
building regulations or other consent has been obtained. A buyer must 
find out by inspection or in other ways that all information is correct. 
None of the appliances/services stated or shown in this brochure have 
been tested by ourselves and none are warranted by our seller or MFL.

Layout graphics and design
ALAN SUTHERLAND

Designer

PROPERTY VIEW

Text and description
JAYNE SMITH

Surveyor

Professional photography
GRANT LAWRENCE

Photographer


